
CK6140

Project Content Unit Parameter

Abilit

Maximum turning diameter on the bed mm φ400

Maximum turning diameter on the cross slide mm φ210

Center distance(maximum workpiece length) mm 750 1000 1500

Maximum workpiece turning length mm 650 850 1350

bed width mm 360

Spindle

rangeof rotation
Manual second gear

Totally stepless
r/min

Low gear 250-700，High gear 500-1500 200-
2000

Spindle head/spindle through hole diameter mm A2-652选择A2-882 A2-52 choose A26-8,82

Chuck Form mm φ200 Ordnary chuckφ200

Journey X/Z axis maximum travel mm
X:230
Z:Same as "Maximum workpiece turning length"

Tool Holder

Tool holder form mm standard:Vertical four-station

Knife size 20×20

Tailstock

tailstock form standard:Ordinary manual Selection:Hydraulic,pneumatic

Sleeve diameter/stroke/bore taper mm φ65/150/Mohs 4

Precision
Repeatability mm Xaxis≤0.005mm Zaxis≤0.01mm

Surface Roughness(Steel) ≤Ra1.6

Structure HT300Using HT300 plus copper casings,the bed and foot of the bed are integrally cast wthout gaps

Motor

Manual second gear

kW
standard:common5.5,Select:Servo

5.5, SelectServo7.5
Totally stepless

X/Z axis feed motor N.m 4/6

Other

外形尺寸(长×宽×高)Dimensions(L×W×H) mm 50/2450/2950*1400*1700

net weight kg 1450/1600/1900

CNC system Standard GSK980 series,optional FANUC,KND,Siemens

▶STANDARD CONFIGURATION LIST

Guangzhou CNC GSK980TB3i Servo System
Cast iron grade HT250 one-piece bed
Spindle hole 52mm,spindle inner cone Morse No.6,spindle end form A2-6
Vertica four-station tool holder
φ200mm manual chuck,manual tailstock
Automatic lubrication and cooling system

▶OPTIONAL LIST

Kairti,Siemensor Fanucsystems
GuangzhouCNCGSK5.5/7.5KWServo Main Motor
φ200mm/250mmsolid or hollow hydraulic chuck
hydraulic tailstock
Optional 82-hole headboard structure



CK6150

Project Content Unit Parameter

Abilit

Maximum turning diameter on the bed mm φ500

Maximum turning diameter on the cross slide mm φ290

Center distance (maximum workpiece length) mm 750 1000 1500

Maximum workpiece turning length 650 850 1350

bed width mm 400

Spindle

rangeof rotation

Manual third gear r/min
low gear 150-400，mid-range 400-1000
upscale600-1600

Totally stepless 200~2000

Spindle head/spindle through hole diameter mm Standard:A2-8,82,select φ105

Chuck Form mm φ250Ordinarychuckφ250

Journey X/Z axis maximum travel mm
X:295
Z:Same as "Maximum workpiece turning length"

Tool Holder

Too holder form standard:Vertical four-station

Knife size mm 25×25

screw X-direction/Z-direction screw diameter mm Xφ25,Zφ40

Tailstock
tailstock form

standard:Ordinary manual Selection:Hydraulic,pneumatic

Sleeve diameter/stroke/bore taper mm φ75/150/Mohs 5

Precision
Repeatability mm Xaxis≤0.005mm Zaxis≤001mm

Surface Roughness(Steel) ≤Ra1.6

Motor

Main motor kW
standard:common7.5,Select:Servo 7.5

X/Z axis feed motor N.m 4/6

Other

Dimensions(L×W×H) mm 2200/2450/2950*1450*1750

net weight kg 1800/2000/2200

CNC system
，

Standard GSK980 series,optional
FANUC,KND,Siemens

▶STANDARDCONFIGURATION LIST

Guangzhou CNC GSK980TB3i Servo System
Cast iron grade HT250 one-piece bed
Spinde hole 82mm,spindle end form A2-8
Vertical four-station tool holder
φ250mm manual chuck,manual tailstock
Automatic lubrication and cooling system



CK6180

Project Content Unit Parameter

Abilit

Maximum turning diameter on the bed mm φ800

Maximum turning diameter on the cross slide mm φ500

Center distance mm 1500/2000/3000

bed width mm 660

Spindle

rangeof rotation Electronic three gear r/min
low gear 20-75,mid-range 70-260, upscale
220-850

Spindle head/spindle through hole diameter mm A2-11,φ105

Chuck Form mm Ordinary chuckφ400

Journey X/Z axis maximum travel mm
X:450
X450 Z:Same as "Maxmm wokpieoetminglengh',Zdredon wm13planetary redioe

Tool Holder

Tool holder form Standard:verticalfour station

Knife size mm 32×32

Tailstock

tailstock form

Electric movement,lock and retreat

Sleeve diameter/stroke/bore taper mm φ100/200/Mohs 6

Precision

Repeatability mm Xaxis≤0.005mm Zaxis≤0.01mm

Surface Roughness(Steel) ≤Ra1.6

Motor

Main motor kW standard:common15,Select:Servo15

X/Z axis feed motor N.m 15/15 axis with 1:3 planetary reducer

Other

Dimensions(L×W×H) mm 3900/4500/5500*2100*1900

net weight kg 5800/6300/7200

CNC system
Standard GSK980 series,optional FANUC,KND,Siemens

Using HT300 plus copper grayiron cast,the foot of the bed overal seamless casting

STANDARD CONFIGURATION LIST

Guangzhou CNC GSK980TB3i Servo System
Add copper grey iron HT300 one-piece bed
Spindle hole 105mm,spindle end form A2-11
Vertical four-staton tool holder
400 manual chuck,electric tailstock
Automatic lubrication and cooling system



CK61100

projec
t

content unit

parameter

Ability

Maximum turning diameter on the bed
mm φ1000

Maximum turning diameter on the cross slide mm φ700

Center distance mm 1500/2000/3000

bed width mm 660

Spindl
e

rangeof rotation Manual third gear
r/min low gear 15-120，mid-range 90-

250，upscale 250-850

Spindle head/spindle through hole diameter

mm A2-11,φ105

Chuck Form mm Ordinary chuckφ500

journey

X/Z axis maximum trave

mm

X:510
Z:Same as "Maximum workpiece turning length"

X/Z axis rapid traverse speed m/min X:5 Z:6

motor

Manual third gear kW 15

X/Zaxis feed motor N.m 15/15

Tool holder

Tool holder form 300*300Vertical four-station

Knife size mm 40X40

tailstock

tailstock form Ordinary manual

Sleeve diameter/stroke/bore taper
mm

φ100/200/Mohs 6

precision

Repeatability mm Xaxis≤0.0075mm Zaxis≤0.01mm

Surface Roughness(Steel) ≤Ra1.6

other

Dimensions(L×W×H) mm 3900/4500/5500*2100*1900

net weight kg 6500

CNC system Standard GSK980 series,optional
FANUC KND,Siemens

▶STANDARD CONFIGURATION LIST

GuangzhouncGSK980TB3iservosystem
Cast iron label HT300conjoined lathebed,tailstock backstop device,the tailstock
with the function ofelectric fastmoving

Z tobring planetary reducer
Spindlehole 105mm,thespindle end formA2-11
Fourvertical location tool rest
φ500mm manual chuck
15 kwaverage 18 kwmotorwith frequency
converter Automatic lubricationandcooling
system


